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UNISTO Security Logistics  Identification Control

freight container application

multiple seal colours

numbered and customer logo

body and bolt are connected

anti-spin and

tamper evident closure
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Unisto GenIUS SOIld

Technical Data

Materials

Bolt: Steel, yellow zinc pattern
Body and spring: steel
Coating: Polypropylene (PP)

Tensile strength
Approx. 1'000 kg

Numbering
Up to 7 digits, directly laser-marked

Barcoding
Barcode 128, Interleaved 2/5
Others on request

Customer name/logo
Directly laser-marked

Plastic Colours - directly laser-marked version:

yellow 100U, blue 290U, white, apricot 1485C,
green 3375C

Other colours available on request

Packing
10 pieces per tray, 200 seals per carton

10 pieces per tray

1ISO 9001, ISO 14001 certified, ISO 17712 compliant security seal

Product Features and Benefits

Interlocking petals when closed provides
evidence of attempted tampering by spinning

Steel locking body increases security level

Steel components exceed the requirement of a
minimum diameter of 18 mm

Customer name / logo for clear identification

Laser engraved numbering - impossible to
change, increases security level

Numbers on bolt and body prevents substitution
of component parts

@ Unisto, 012016 www.unisto.com



uniste GENius Solid
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Metal Industries Research & Development Coentre
Flechanical Testing Laboratory, Regional R& D Service Department

{Taichung)
Mo.25, 37th Road, Industrial Fark, Taichung City 407, Taivwan (12.04C.) -
Date - 2016/3/04 “Testing Laboratory
Acecreditation No, - TDO50304- (02 0099

Certificate of Conformance for Freight Container Mechanical Scal Testing
Seal Classification: Security seal
Customer - Unisto AG , Hom
Seestrasse 7,CH-9326 Horn ,Switzerland
Name of Arlicle SECURITY SEAL-BOLT SEALS

Type Unisto Genius Solid
Scrial No. © TESTO01~ TEST026
Specification No. @ 180 17712:2013(E) , CNS 17712:2014
Test Dates - 2016/2/22~2016/3/02

MIRDC ,Certifies that 26 samples, 5 for each test and | for measurements, of the seal referenced
above were subjected to the following tests.

Test llem Section Number Classification )
Minimum Diameter 413 Pass

Tensile Test 52 High security seal (H)
ShearTest | 5.3 High security seal (1)
Bending Test 5.4 Security seal
-Impacl-'Test room temp 5.5 Security seal

Impact Test reduced temp 5.5 Security seal

Results ©  The above listed tests were completed with no discrepancies noted. Refer to test report
number FO204037-T01 for complete details.

The test results contained herein pertain only to the specimens listed in this report. This report shall not be

reproduced, exeept in full, without the written approval of MIRDC
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